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Abstract

The rechargeable lithium-ion battery has been extensively used in mobile communication and portable instruments due to its many ad-
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antages, such as high volumetric and gravimetric energy density and low self-discharge rate. In addition, it is the most promising
s the power source for (hybrid) electric vehicles and stationary energy storage. For these applications in durable equipment, th
ycling and storage behaviour becomes of increasing interest. In this paper, the mechanisms of lithium-ion battery ageing are re
valuated.
2005 Elsevier B.V. All rights reserved.
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. Introduction

Lithium-ion batteries have been commercially used for a
umber of years in small portable devices like cell phones,

aptop computers, camcorders, and similar electronic de-
ices. Due to short innovation cycles in this field, battery life-
ime beyond a limited period of time played only a minor role
or this kind of applications. But the commencing penetration
f lithium-ion batteries in the market of durable consumer and

nvestment goods, like (hybrid) electrical vehicles, temporary
torage systems for renewable energy sources, and also in
he market of batteries for conventional vehicles, requires a
ore sophisticated evaluation of battery life-time. The goals
f the United States Advanced Battery Council (USABC) in

he FreedomCAR research initiative (2002;www.uscar.com),
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e.g., demand a calendar life-time of 15 years for 42 V ba
systems and hybrid electrical vehicles (HEV’s), and 10 y
for electrical vehicles (EV’s). In terms of cycle life, a lif
time of up to 1000 cycles at 80% depth-of-discharge (D
is demanded.

Unfortunately, lithium-ion batteries are complex syste
to understand, and the processes of their ageing are
more complicated. Capacity decrease and power fadin
not originate from one single cause, but from a numbe
various processes and their interactions. Moreover, mo
these processes cannot be studied independently and o
similar timescales, complicating the investigation of ag
mechanisms.

In this paper, we will give a review on today’s knowled
on the mechanisms of ageing in lithium-ion batteries. We
try to identify and evaluate different processes, as far as
are known from the literature, in order to establish a s
basis for further investigations.

Ageing mechanisms occurring at anodes and cathode
fer significantly and are therefore discussed in two sep
chapters. The influence of the electrolyte and the agein
378-7753/$ – see front matter © 2005 Elsevier B.V. All rights reserved.
oi:10.1016/j.jpowsour.2005.01.006
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the electrolyte itself (and the separator as well) mainly take
place at the electrodes and in interaction with them, so they
are covered in the corresponding chapters. The article closes
with a review on electrochemical impedance spectroscopy
as the tool of choice for non-destructively studying ageing
processes and determining the state of health of lithium-ion
batteries.

2. Ageing of carbonaceous anodes

2.1. General aspects

Carbon, in particular graphite, is the most important an-
ode material in lithium-ion batteries, and thus, the greatest
understanding of anode ageing has been accomplished with
graphite-based cells[1–3]. Although alternative anode ma-
terials like lithium storage metals and alloys have recently
found increased attention among researchers, emphasis was
mostly laid on the active materials itself and related problems
(e.g., nanostructured materials, control of volume changes),
whereas ageing effects have found considerably less atten-
tion [4–6]. Hardly any literature data exists on ageing mech-
anisms of hard carbons[7]. Thus, unsurprisingly, the vast
majority of references in the literature related to anode age-
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As for the cathode, ageing effects at the graphite anode
lead to a modification of the electrode properties with time
and use. Ageing effects that may occur during storage (e.g.,
self-discharge, impedance rise) will affect the calendar life
of the battery, whereas the cycle life is in addition influenced
by ageing effects that may occur during use (e.g., mechanical
degradation, lithium metal plating)[8]. Ageing during stor-
age can be monitored by electrochemical “values” such as ca-
pacity loss, impedance rise, potential change, state of charge
(SOC) and state of health (SOH)[9]. However, it is impor-
tant to point out that anode materials such as graphite may
exhibit discharge plateaus, i.e., the electrode potential does
not significantly vary with the state of charge[10–12]. During
cycling, one can measure the capacity fade, the impedance
rise which is closely related to power fade, and overpotentials
that influence the potential profile of the charge/discharge
curves. For a concise discussion, it should be pointed out that
ageing with time and use can lead to—and may be caused
by—changes (i) of the electrode/at the electrolyte interface
and in the electrolyte, (ii) of the active material, and (iii) of
the composite electrode (current collector, active materials,
conductive additives, binder, porosity, etc.). Most literature
data account changes at the electrode/electrolyte interface
for being responsible for the ageing of/at carbon electrodes,
and hence, this influence on anode ageing will be discussed
in more detail here[13,14]. Changes of the active material
a t they
m ill be
r pters.
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he ano
ng concentrates on graphitic carbons. In general, the s
ion reported in the literature is difficult to analyze as e
ithium-ion cell system has its own chemistry and many a
ng effects are influenced by the nature of the cell com
ents (e.g., active material and electrode design, elect
omposition, impurities, etc.). Furthermore, most avail
iterature data concentrates on complete cells without th
ribution of certain effects to either anode or cathode. In v
f these limitations, this part of the study can summarise
iscuss only the dominant ageing mechanisms of gra
nodes.

Fig. 1. Changes at t
nd the composite electrode are seldom discussed, bu
ay have an influence on the ageing process, which w

egarded by short summaries in the corresponding cha

.2. Changes at the electrode/electrolyte interface

Changes at the electrode/electrolyte interface (Fig. 1) due
o reactions of the anode with the electrolyte are con
red by many researchers to be the major source for

ng of/at the anode[15]. It is well known that lithium-ion

de/electrolyte interface.
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battery anodes operate at voltages that are outside the elec-
trochemical stability window of the electrolyte components.
Hence, reductive electrolyte decomposition accompanied by
irreversible consumption of lithium ions takes place at the
electrode/electrolyte interface when the electrode is in the
charged state (polarised to low potentials). The decompo-
sition products build up “protective layers” that cover the
electrode’s surface. This process occurs mainly (but not ex-
clusively) at the beginning of cycling, especially during the
first cycle. The layers, which form on the surface of graphite,
may be principally divided in two types according to their
different functions. At certain graphite surface sites (i.e., at
the prismatic surfaces and defects in basal planes) lithium ion
transport into/from the graphite structure by intercalation/de-
intercalation takes place. Here, the protective layers have to
act as a so-called solid electrolyte interphase, SEI[16]. The
properties of the SEI layers are unique since they are in first
approximation permeable for lithium cations but rather im-
permeable for other electrolyte components and electrons.
Thus, normally the SEI reasonably protects (i) the elec-
trolyte compounds from further reduction and (ii) the charged
electrode from corrosion. Protective layers, which form on
graphite surfaces, where no lithium ion transport into/from
the graphite structure takes place (i.e., at the basal plane sur-
faces), have no SEI function in the above-described sense.
However, these “non-SEI layers” (as they are called by a few
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a decrease of the accessible active surface area of the elec-
trode. Many authors have measured the impedance rise of
the electrodes, which is directly linked to the power fade of
the cell[22–32]. The increase in electrode impedance is con-
sidered to be caused by the growth of the SEI as well as by
changes of the SEI in composition and morphology. In sum-
mary, whereas SEI formation at the anode takes place mainly
in the first few charge/discharge cycles, SEI conversion, sta-
bilisation and growth will also proceed during further cycling
and storage.

As the SEI is composed of electrolyte decomposition prod-
ucts, it is self-suggesting that the SEI properties are extremely
dependent on the composition of electrolyte used[33,34]. SEI
formation in the presence of electrolyte components with
beneficial SEI formation capabilities, i.e., resulting low ir-
reversible capacity, stable SEI, and low self-discharge rate,
should also slow down the ageing of the SEI[35,36]. Putting it
simply, film forming electrolyte solvents and additives, there-
fore, should not only have a supporting effect on the SEI
formation processes (in the first cycles), but also on the SEI
ageing processes (during prolonged cycling and storage).

In view of cell properties like power fade, impedance rise
or safety, the impact of the SEI thermal behaviour should be
particularly discussed[37–39]. On the one hand, it should be
mentioned that elevated temperatures definitely enhance the
kinetics of the lithium insertion/removal processes into/from
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uthors) still protect these anode sites from further redu
eactions with the electrolyte. It has been reported tha
omposition of the SEI layers and non-SEI layers are
ery different[17]. Due to these distinct differences in fun
ions and composition, one might expect also different ag
rocesses at SEI and non-SEI layers. In this study, we
owever follow the conventions in the literature to desig

he protective layers as SEI independent of their functio
Usually, SEI formation at the anode is accompanied b

elease of gaseous electrolyte decomposition products[18].
he amount of irreversible charge capacity that is consu
uring the formation of the SEI was found to be depen
n the specific surface area of the graphite as well as o

ayer formation conditions[19–21]. Unfortunately, the SE
ayers do not have the properties of a true solid electro
or lithium cations as the transference number for un
ated lithium cations is not 1 (tLi �= 1). Other charged (anion
lectrons, solvated cations) and neutral (solvents, impur
pecies still seem to diffuse/migrate through the SEI. M
ver, transport of solvated lithium cations and other e
rolyte components even seems to occur in the later stag
ycling, as irreversible charge capacities and self-disch
eactions still can be observed after prolonged cycling
consequence, corrosion of LixC6 (and thus capacity los

nd electrolyte decomposition (and thus electrolyte loss
urther SEI formation) are ongoing throughout the entire
ery life; however, compared to the first cycle, to a lo
xtent and at lower rate. On a long time scale, the SEI
trates into pores of the electrode and in addition may
enetrate into the pores of the separator. This may res
he host lattice. On the other hand, it is widely believed tha
orphology and composition of the SEI changes at elev

emperatures[40–48]. In the worst case, thermal runaw
ay cause the cell to catch fire or to explode. Differen

canning calorimetry (DSC) and accelerated rate calor
ry (ARC) methods have been used by different group
tudy the electrode or cell behaviour at elevated tempera
49–52]. ARC studies revealed that exothermic side reac
f lithiated carbon can cause self-heating, which starts
ally at temperatures of approximately 80◦C in various elec
rolytes. The onset temperature depends on the electroly
nd can be as low as 60◦C for electrolytes containing LiBF4

53]. There seems to be an even more dramatic influ
f the temperature, as the results of electrochemical cy
tudies indicate that Li/graphite half-cells show a signific
apacity fade when they are stored at elevated tempera
ven below 60◦C [54].

As a rule, the negative impact of elevated temperature
ell ageing is mainly attributed to an increased degrad
ate of the SEI, as the SEI film starts to break down o
issolve. However, also a restructuring of the damaged
r a re-precipitation of dissolved SEI products might t
lace. It has also been proposed that at elevated tem

ures, metastable organic SEI components like lithium a
arbonates are converted into more stable inorganic
cts, e.g., lithium salts like lithium carbonate, lithium flu
ide, etc.[51,53]. However, though the inorganic SEI pro
cts are more stable and are less easily penetrated by s
olecules, the growth of inorganic components may re

n a lower ionic conductivity of the SEI for lithium.
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Based on X-ray photoelectron spectroscopy (XPS) analy-
sis data, it has been reported that semicarbonates indeed are
removed from the surface of electrodes that are stored at ele-
vated temperatures[55]. It has been suggested that (i) traces
of acidic compounds present in the electrolyte (e.g., HF if
LiPF6 is used) react with Li2CO3 forming LiF and H2CO3
and (ii) semicarbonates thermally decompose[56,57]. These
“stabilisation” reactions are also accompanied by a morphol-
ogy change of the SEI. During the conversion, parts of the
anode surface may be uncovered from the SEI and become
exposed to the electrolyte so that redox reactions between the
charged electrode and electrolyte components lead to addi-
tional SEI formation and capacity loss. However, the above-
mentioned mechanisms may not explain that the charge ca-
pacity loss due to self-discharge of carbon-based anodes con-
sists of two fractions, a reversible and an irreversible part.
Supported by X-ray diffraction (XRD) and electrochemical
impedance spectroscopy (EIS) measurements, it was pro-
posed that this phenomenon has its origin in the formation
of metastable electron–ion–electrolyte complexes at the elec-
trode/electrolyte interface[58].

Low temperatures result in different challenges[59–62].
The intercalation potential of carbonaceous anode materi-
als (graphite, hard carbons, soft carbons, doped graphites) is
close to the potential of lithium metal. In the case of slow
lithium ion diffusion into carbon and/or reduced lithium ion
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graphite, during the uptake and removal of lithium ions, are
not considered to be drastic (typically in the order of 10%
or less, depending on the material) and only a minor neg-
ative impact on the reversibility of the material is expected
as a consequence. Structural changes (e.g., AB-AA, ABC-
AA shifting during lithium uptake) can cause mechanical
stress on defects and on CC bonds, which might result in
cracking or related structural damage. At the surface of the
active material, ion exchange at surface groups with lithium
ions and redox reactions of surface groups are possible but
should also have only minor impact on cell ageing. However,
graphite exfoliation and graphite particle cracking due to sol-
vent co-intercalation, electrolyte reduction inside graphite,
and/or gas evolution inside graphite will certainly lead to a
rapid degradation of the electrode[12]. The latter reactions
are considered to have the strongest impact on active material
changes, which contribute to cell ageing.

2.4. Changes of the composite electrode

In general, contact loss (mechanical or electronic) within
the composite electrode results in higher cell impedance, and
thus, has to be considered as cause for ageing[72]. One in-
evitable source for contact loss is the volume changes of the
active anode material, which may lead to mechanical dis-
integration within the composite electrode. Contact loss (i)
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iffusion in the electrolyte, both effects are particularly p
ounced at low temperatures, metallic lithium plating

ithium dendrite growth must be considered as parasitic
eactions during charging. Subsequent reactions of th
etal with the electrolyte induce, or at least accelerate,

ng and, furthermore, deteriorate safety[63,64]. Poor cel
alance (e.g., an excess of cathode material)[65], geometric
isfits (e.g., large cathodes overlapping anodes at the e
nd mixed potential effects (e.g., locally different polar

ion; effect of electrode thickness and porosity) enhanc
robability of Li metal plating[66,67].

Interactions of the positive electrode (cathode) with
egative electrode (anode) have also to be taken into
ideration. Apart from transport of (soluble) SEI produ
etween the anode and cathode and possible chemical
eactions at the respective electrodes[68], the main effec
f the cathode on the anode properties (including agein

ransition metal dissolution. Especially the LiMn2O4 spinel
s considered to release transition metal ions (e.g., Mn2+) that
an be incorporated into the anode SEI (in ionic or, afte
uction, in metallic form), which leads to accelerated
geing[69,70].

Finally, the formation of acidic compounds like HF (e
rom the reaction of LiPF6 with trace water) has been repor
o have a negative influence on the stability of the SEI[71].

.3. Changes of the active material

Within the bulk of the active material, only minor ag
ng effects can be expected to occur. The volume chang
)

etween carbon particles, (ii) between current collector
arbon, (iii) between binder and carbon, and (iv) betw
inder and current collector can be the result. Also, the

rode porosity, which is a key feature for good anode pe
ance, since it allows the electrolyte to penetrate into

ulk of the electrode, is certainly affected by the volu
hanges of the active material (for effects of the SEI on
lectrode porosity, see above). In addition, the interna
ressure has to be taken into consideration[73]. It is widely
ccepted in the literature that fluorine-containing p
ers (e.g., polyvinylidenedifluoride (PVdF)) and copolym

e.g., poly-hexafluoropropene-vinylidenedifluoride) that
sed as binder materials in composite electrodes do reac

he (charged) anode to form LiF[74–76]. This reactivity can
ontribute to degradation in mechanical electrode prope
n the long run. Moreover, current collector corrosion
ccur by reactions with electrolyte components or if the

ential of the anode gets too positive versus Li/Li+. It leads to
oss of electronic and mechanical contact between the cu
ollector and the other electrode components. Furtherm
orrosion products that exhibit poor electronic conduct
ause overpotentials and favour inhomogeneous curren
otential distributions, and thus, lithium plating[77].

.5. Conclusion on anode ageing

As far as the anode side is concerned, ageing effects
e mainly attributed to changes at the electrode/electr

nterface.Table 1provides an overview on the causes
ffects of ageing and mentions also measures that en
r reduce the effects. Bold characters indicate the main
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Table 1
Lithium-ion anode ageing—causes, effects, and influences

Cause Effect Leads to Reduced by Enhanced by

Electrolyte decomposition
(→SEI) (Continuous side
reaction at low rate)

Loss of lithium Capacity fade Stable SEI (additives) High temperatures
Impedance rise Power fade Rate decreases with time High SOC (low potential)

Solvent co-intercalation, gas
evolution and subsequent
cracking formation in
particles

Loss of active material
(graphite exfoliation)

Capacity fade Stable SEI (additives) Overcharge

Loss of lithium Carbon pre-treatment

Decrease of accessible surface
area due to continuous SEI
growth

Impedance rise Power fade Stable SEI (additives) High temperatures
High SOC (low potential)

Changes in porosity due to
volume changes, SEI
formation and growth

Impedance rise Power fade External pressure High cycling rate
Overpotentials Stable SEI (additives) High SOC (low potential)

Contact loss of active material
particles due to volume
changes during cycling

Loss of active material Capacity fade External pressure High cycling rate
High DOD

Decomposition of binder Loss of lithium Capacity fade Proper binder choice High SOC (low potential)
Loss of mechanical
stability

High temperatures

Current collector corrosion Overpotentials Power fade Current collector pre-treatment (?) Overdischarge
Impedance rise Low SOC (high potential)
Inhomogeneous
distribution of current and
potential

Enhances other
ageing
mechanisms

Metallic lithium plating and
subsequent electrolyte
decomposition by metallic Li

Loss of lithium (Loss of
electrolyte)

Capacity fade
(power fade)

Narrow potential window Low temperature
High cycling rates
Poor cell balance
Geometric misfits

tributions. Most of the therein-mentioned effects can be con-
sidered as additive, e.g., the storage of an electrode at high
state of charge (at the maximum of its reactivity) in combi-
nation with high temperatures will result in even more self-
discharge and charge capacity loss than the storage at ambient
temperatures. We conclude that the dominant ageing mecha-
nisms on carbon-based anodes can be concisely described as
follows:

• SEI formation and growth leads to an impedance rise at
the anode. Usually, SEI formation takes place mainly at
the beginning of cycling. SEI growth proceeds during cy-
cling and storage and is favoured by elevated temperatures.
Impedance rise can be directly related to power fade.

• In parallel to SEI growth, corrosion of lithium in the active
carbon takes place, leading to self-discharge and capacity
fade due to loss of mobile lithium.

• The formation and growth of the SEI leads to gradual con-
tact loss within the composite anode, and thus, increases
the impedance in the cell.

• Lithium metal plating might occur at low temperatures,
at high rates and for inhomogeneous current and poten-
tial distributions. The Li metal reacts with the electrolyte,
which may contribute to accelerated ageing.

• A strong influence of the specific cell components on the
ageing mechanism can be observed. Although the gen-
eral mechanisms presented here hold true for most of the
lithium-ion systems they may be pronounced differently
for each particular system.

3. Ageing of lithium metal oxide cathodes

3.1. General aspects

Cathode materials affect significantly both performance
data as well as cycling and calendar life of lithium-ion cells.
Lithium manganese oxides (LiMn2O4) with spinel structure
and lithium nickel cobalt mixed oxides [Li(Ni,Co)O2] with
layered structures have been extensively studied in the last
few years for usage in high energy and high power batteries
in order to replace lithium cobalt oxide (LiCoO2) as cath-
ode material in terms of cost, abundance and performance.
In this chapter, we will summarise some basic ageing mecha-
nisms under cycling and different storage conditions for both
types of cathode materials and discuss the differences from
literature data. The mechanisms of capacity fading and their
prevention are still of increasing interest and not completely
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Fig. 2. Overview on basic ageing mechanisms of cathode materials.

understood at the moment. Some recent publications are fo-
cussed on ageing of lithium-ion batteries including cathode
materials[1–3,8,78]. A number of changes on the cathode
may influence the life-time of a lithium-ion cell:

• ageing of active material;
• degradation or changes of electrode components like con-

ducting agents, binder, corrosion of current collector;
• oxidation of electrolyte components and surface film for-

mation;
• interaction of ageing products with the negative electrode.

These effects do not occur separately and cannot be dis-
cussed independently from each other. They are very sensi-
tive to individual electrode composition and are influenced
by cycling and storage conditions. In general, charge capac-
ity fading of positive active material can originate from three
basic principles:

• structural changes during cycling;
• chemical decomposition/dissolution reaction;
• surface film modification.

Similar to the negative carbon material, degradation of
positive active materials depends on state of charge and cy-
cling conditions. The electrochemical reaction of the positive
m ns in
t
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3.2. Lithium nickel cobalt oxides

3.2.1. Structural aspects
LiNiO2 and LiCoO2 are end members of a complete ho-

mogeneous solid solution series and are crystallised in the
�-NaFeO2 structure. Nickel and cobalt both are trivalent and
in the low-spin state (Co3+ t2g

6 eg
0; Ni3+ t2g

6 eg
1) [79]. It

is difficult to synthesise pure stoichiometric LiNiO2 [80,81].
This is due to a structural disorder reaction, in which divalent
nickel ions replace lithium ions on their sites. Simultane-
ously, trivalent nickel ions on the nickel sites are reduced to
the divalent state for charge balance. The complete disorder
reaction can be formulated as:

LiNiO2 � {Li1−xNi(II) x/2}Ni(III) 1−x}O2−x

+ x

2
Li2O + x

4
O2

With increasing cobalt content in the mixed oxide, the
lithium–nickel-disorder decreases, indicating the stabilisa-
tion of the layered structure by cobalt[82]. Pure lithium nickel
oxide exhibits a number of reversible phase transitions during
electrochemical lithiation/delithiation[83–92]. The transi-
tion of the monoclinic phase domain M1 and the formation of
the totally delithiated phase H3 lead to large and anisotropic
volume jumps and, as a result, to a rapid decrease in capacity.
T ented
b ag-
n . The
t ther
l lu-
m
d life
c

re
q per-
a rge
v ided.
aterials proceeds as an insertion reaction of lithium io
he metal oxide:

iMeO2� Li xMeO2 + (1−x)Li+ + (1−x)e−

The insertion/extraction of lithium ions leads to chan
n the molar volume of the materials, which may induce
hanical stress and strain to the oxide particles and, hen
he electrode. Also, phase transitions can occur, which le
istortion of the crystal lattice and further mechanical str
igs. 2 and 3give a schematic overview on ageing me
nisms for lithium-ion cathode materials, which have b
escribed in literature so far.
he monoclinic/hexagonal phase transitions can be prev
y cobalt contents of about 20 mole%. Aluminium and m
esium dopands further stabilise the layered structure

otal volume changes of lithium nickel cobalt oxide are ra
ow [93] and can be minimised by additional doping with a

inium[94,95]or magnesium[96,97]. Therefore, Al or Mg
oped lithium nickel cobalt oxides exhibit better cycle
ompared to undoped materials[98–100].

Doped Li(Ni,Co)O2 with optimised compositions a
uite stable in the discharged state even at higher tem
tures and exhibit very good cycle life, if the end of cha
oltage is controlled carefully and overcharge can be avo
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Fig. 3. Cause and effect of ageing mechanisms of cathode materials[169].

Dissolution of lithium nickel cobalt oxides in practical
electrolytes seems not to be a problem. When LixCoO2 is
charged beyond a potential of 4.2 V versus Li/Li+, slight dis-
solution occurs and small amounts of cobalt can be found on
the anode[101,102].

3.2.2. Surface effects
Surface–electrolyte interactions and formation of sur-

face layers (SEI) have been widely investigated and de-
scribed for anode materials of lithium-ion batteries[14,103].
According to Broussely et al., the increase of interfacial
impedance of the carbon anode is responsible for the ca-
pacity fading of high-energy batteries[8]. A consider-
able increase of interfacial impedance was attributed to the
lithium nickel cobalt oxide cathode of high power batter-
ies [20,22,28,29,32,38,41,42,45,46,72,104–116]leading to
power loss. This increase is accelerated by higher temper-
ature and by high end of charge voltages positive to 4.2 V
versus Li/Li+. Formation of surface films due to electrolyte
oxidation and LiPF6 decomposition has been reported in the
literature. Also, lithium nickel cobalt oxide itself can act as
a source of oxygen for these oxidation reactions by forma-
tion of a sub-surface layer of a lithium/oxygen deficient oxide
phase of rock-salt structure type[104,117].Fig. 4summarises
the mechanisms of surface film formation at lithium nickel
c ture
l c-
t nce.

In addition to that, some surface electrolyte reactions are ac-
companied by the evolution of gaseous species[118–120].

3.3. Lithium manganese spinel

The capacity fading mechanisms are more complex if
LiMn2O4 is used as positive material. Cycle life and cal-
endar life are strongly dependent on both the composition of
active material and state of charge. The mechanisms are not
yet fully understood but can be roughly classified in:

Changes at low state of charge
• structural changes due to Jahn–Teller distortion of Mn3+

[121,122];
• decomposition reaction and dissolution of Mn2+ in the

electrolyte.
Changes at high state of charge
• thermodynamic instability of delithiated lithium man-

ganese spinel;
• electrolyte oxidation[123,124];
• formation of an oxygen-rich spinel[125];
• site exchange between Li and Mn[126].

3.3.1. Structural aspects
The reversible electrode reaction of lithium manganese

s

L

obalt oxide in the charged state. This rock-salt struc
ithium nickel cobalt oxide exhibits low lithium ion condu
ivity, which leads to an increase of the surface impeda
pinel is given by:

iMn 2O4� Li xMn2O4 + (1−x)Li+ + (1−x)e−
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Fig. 4. Mechanisms of surface alteration of lithium nickel cobalt oxide electrodes in LiPF6-based electrolytes.

At low potentials, lithium manganese spinel can insert ad-
ditional lithium and a Mn(III) Jahn–Teller distorted tetrag-
onal phase is formed. The correlation between potential
plateaus and structural changes has been investigated exten-
sively by X-ray diffraction methods[127–131]. A phase tran-
sition occurs atx= 0.5, which is explained by formation of an
ordered lithium superstructure. In recent studies[132–134],
further phase transitions have been identified for stoichiomet-
ric lithium manganese oxides.

In order to obtain good cycling stability, the formation
of the lithium superstructure phase atx= 0.5 [135] and the
formation of the double hexagonal phase[124] have to be
prevented.

Improvement of capacity retention has been achieved by
two ways:
• partial substitution of manganese ions by trivalent or di-

valent cations like Co, Cr, Al and Mg[136–140];
• partial substitution of manganese by excess lithium

[125,140–145].
Both strategies lead to:
• decrease of Mn(III) content—improved stability in the

discharged state;
• fixing of lithium in the host lattice—improved stability

in the charged state;
• decrease of volume changes during cycling—improved

ved

ex-
h -art
l onger
t ble po
t

3
so-

l cial

problem, especially at elevated temperatures[110,146–156].
The manganese dissolution leads to a loss of active material,
and therefore, capacity fading. Additionally, the precipita-
tion of electronic isolating manganese species, e.g., MnF2,
MnCO3 and various oxides on the cathode has been observed,
leading to increasing electrode impedance.

In complete cells capacity fading is strongly accelerated
and cannot solely be explained by the loss of positive ac-
tive material. Obviously, dissolved manganese ions move
to the negative electrode and are incorporated in the SEI
at the carbon electrode. Manganese can be detected on the
negative electrode. This leads to enhanced electrolyte de-
composition and promotes the self-discharge of the lithi-
ated carbon. Therefore, even very small amounts of man-
ganese in the electrolyte affect calendar life of the lithium-ion
cell.

In general two different mechanisms of manganese disso-
lution are discussed:

• manganese dissolution at low potentials;
• acid dissolution catalysed by HF.

Both mechanisms are accelerated at higher temperatures.

3.3.2.1. Manganese dissolution at low potentials (man-
g on
i alent
m alent
o

2

lyte,
w solid
p ain-
t man-
g ithium
i in-
c com-
cycling stability;
• prevention of formation of superstructures—impro

cycling stability.

Therefore, optimised lithium manganese spinels can
ibit very good cycle life. For nowadays state-of-the

ithium manganese spinels, structural changes are no l
he predominant ageing mechanisms, as far as reasona
ential windows are chosen.

.3.2. Dissolution of manganese in the electrolyte
In contrast to lithium nickel cobalt oxides, chemical dis

ution of lithium manganese spinel in electrolytes is a cru
-

anese disproportionation).Manganese disproportionati
s relevant in the discharged state. In this mechanism, triv

anganese ions disproportionate into tetravalent and div
nes[121]:

Mn(III) → Mn(IV) + Mn(II) (solv)

The divalent manganese ions are soluble in the electro
hereas the tetravalent manganese ions remain in the
hase. There is evidence that the spinel structure is m

ained during this dissolution process and that the lost
anese ions on the manganese sites are replaced by l

ons. In this manner, a disordered lithium-rich spinel of
reased manganese oxidation state is formed. So, the
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Fig. 5. Dissolution of lithium manganese spinel.

plete dissolution reaction can be qualitatively written as:

LiMn 2O4 → Li[Li xMn2−x]O4 + Mn2+

A low manganese oxidation state in the spinel structure,
which is lowest in the deep-discharged state, is decisive for
the disproportionation effect. So, deep-discharges have to be
avoided to prevent disproportionation dissolution of lithium
manganese spinel.

3.3.2.2. Manganese dissolution at elevated potentials (acid
dissolution). In the medium to high charged state of the bat-
tery, a considerable dissolution of manganese into the elec-
trolyte also occurs[123,157]. The dissolution mechanism in
the elevated potential regions is not yet totally clarified, but
is presumed to evolve qualitatively according to a chemical
delithiation reaction by HF. Lithium fluoride (LiF) is an in-
soluble by-product, which can be found on the surface of
the lithium manganese spinel particles. Main source of HF
is the hydrolysis of the conductive salt LiPF6. The hydrol-
ysis reaction is induced by protic impurities and proceeds
in different steps, dependent on the amount of accessible
water.

Protective surface coatings with lithium cobalt oxide[151]
or other oxides[158,159]seem to improve the performance
of lithium manganese spinels at elevated temperatures. Elec-
t tons
[ spe-
c ing.
G an-
g balt
o
c B),
w ent
a -
i t on
t

4. Identification of ageing processes using
electrochemical impedance spectroscopy

Impedance spectroscopy is an electrochemical method
chiefly employed for investigation of reaction mechanisms.
It has been proposed as a fast, non-destructive and reliable
technique, able to identify the actual origin of cell degrada-
tion processes and bring some ageing effects in light, which
are difficult to recognise by traditional test methods.

Fig. 6displays a typical impedance diagram plotted on a
commercial lithium-ion battery in the 6000 to 10−3 Hz fre-
quency range, in the Nyquist plane. The significant inductive
behaviour observed at frequencies higher than ca. 100 Hz is
considered to be related both with the geometry of the cell and
porosity of the plates. The intersection of the diagram with
the real axis refers to the sum of internal ohmic resistances
of the electrolyte and of the other resistive components. The
capacitive loops appearing at lower frequencies describe the
response of the different electrochemical processes involved
in the reactions mechanism.

F i-ion
c

rolyte additives, which neutralise HF and absorb pro
156], and the use of lithium manganese oxides with low
ific surface area[160]also lead to decreased capacity fad
ood results were achieved by blending the lithium m
anese spinel powder by lithium nickel oxide, lithium co
xide or lithium nickel cobalt oxide[161–163]. Alternative
onductive salts like lithium bis(oxalato) borate (LiBO
hich are insensitive versus hydrolysis, are in developm
nd are promising candidates.Fig. 5gives a schematic draw

ng of manganese dissolution in electrolyte and its impac
he complete cell.
ig. 6. Typical impedance diagram plotted on a prismatic 5 Ah-SAFT L
ell at intermediate state-of-charge.
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Obviously, the low-frequency loops may not be reliably
resolved corresponding to the individual electrode parame-
ters when the time constants and magnitudes of the relevant
processes do not differ appreciably. For rigorous analysis, a
three-electrode setup is required to distinguish the contribu-
tion of both of the cathode and anode. In the case of lithium-
ion cells, half-cell measurements proved that the frequency
ranges of both electrodes overlap, which calls for special care
in interpreting impedance results when, for example, inves-
tigating ageing effects to identify the involved processes.

Most published data revealed for oxide-based cathodes
as well as for carbon-based anodes a pair of capacitive semi-
circles, terminating with a low frequency spike corresponding
to Li+ cations diffusion in the host solid-state phase. The first
loop was often interpreted by relaxation of charge carriers in
the solid electrolyte interphase[164,165]. On the contrary,
where this loop did not vary as a function of time after as-
sembling the cell, the process involved was related with the
particle-to-particle contacts resistance[23]. The second ca-
pacitive loop, strongly depending on the electrode potential,
was ascribed to the charge-transfer resistance in parallel with
the double-layer capacitance[165–167].

Only few investigations concerning the use of ac
impedance spectroscopy, to characterise the effect of accel-
erated ageing on the performances of lithium-ion cells, have
been reported. These measurements are generally made with
t lex
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Fig. 7. Effect of accelerated ageing on the impedance of Li-ion cell: (a)
before heating, (b) after heating for 1 month at 50◦C, and (c) after cycle life
test for 1 month at 50◦C.

brid electric vehicle[22,38,112]. The correlation between
the impedance data and the cell power capability reflected a
consistent trend and low variability. The main observations
were:

• Tiny change in the high-frequency ohmic resistance dur-
ing life testing, reflecting the stability of the electrolyte
solution.

• The major increase in cell impedance was due to the inter-
facial processes. By comparing the impedance character-
istics of laboratory symmetrical cells assembled with two
identical LiNi0.8Co0.2O2 positive electrodes, using succes-
sively fresh material and material harvested from the aged
cell, it was possible to identify the cathode as the principal
cause of premature performance fade during accelerated
life testing; the anode retained most of its original capac-
ity. Accordingly, partial substitution of Co with Al in the
cathode material significantly enhanced the calendar life
stability of the whole cell.

• The SOC dependence of the cell impedance showed a U-
shape curve revealing a steeper increase, and hence, a more
rapid ageing, at voltages both above 3.8 V and below 3.4 V
(Fig. 7).

Finally, from these few application examples, electro-
chemical impedance spectroscopy appears as a specific test
m s ob-
s op-
e ies.
B nique
c tem
a t and,
t

5

ing,
a ch-
a cling
he cell at open-circuit conditions. A full spectrum comp
mpedance measurement scan is made at time interval
ifferent cycle numbers. Data from the individual electro
here available, are compared with that from the comp
ell.

It was shown that capacity fade of Sony cells was acc
anied by an increase in the internal impedance of the

ery upon cycling[29]. Combined half-cell impedance a
oltammetric measurements confirmed that LiCoO2 cathode
eteriorated more severely than the carbon electrode
ycling, and hence, contributed more to the capacity de
he most likely cause was that, after extended cycling
athode was heavily passivated resulting in a large inte
esistance.

Similar behaviour was observed on commer
iCoO2/graphite cell system from Japan Storage Bat

168]. In addition to cathode degradation during continu
oat charging, producing free Co in the solution, electro
ecomposition also occurred. The latter led to an acco
ying substantial increase in the electrolyte ohmic resist
nd in the cathode polarization resistance, due to gr
f surface passivating film. Either a 15◦C increase in tes

emperature or a 0.1 V increase in charging voltage cu
ell life in half.

Since the end-of-life of the high-power cell is caused
ower fade associated with an impedance rise rather than
acity fade, systematic impedance investigation was ach
ithin the framework of the Advanced Technology Dev
pment Program focusing on high-power lithium-ion b

eries, involving different cathode chemistries, for the
-

ethod that can be used for non-destructive continuou
ervation of the effects of cycling and storage under field
rating conditions on life-time of Li-ion cells and batter
esides, for analysis of ageing mechanisms, this tech
ould partly substitute the physico-chemical post-mor
nalyses, which undoubtedly reduces the technical effor

herefore, time and costs.

. Summary

Battery ageing, increasing cell impedance, power fad
nd capacity decay origin from multiple and complex me
nisms. Material parameters, as well as storage and cy
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conditions, have an impact on battery life-time and perfor-
mance. Depending on the cell chemistry, both high and low
state of charge may deteriorate performance and shorten bat-
tery life. At high temperatures, the decay is accelerated, but
low temperatures, especially during charging, also can have
a negative impact. Amongst the material parameters, surface
chemistry plays a major role for both anode and cathode mate-
rials. On the cathode, phase transitions and structural changes
in the bulk material strongly influence ageing, while changes
in the bulk anode material are considered of minor impor-
tance only.

Many of the mechanisms responsible for battery decay and
ageing can be monitored and investigated non-destructively
by the use of impedance spectroscopy. Although the interpre-
tation of impedance data is challenging and not always un-
ambiguous, impedance spectroscopy, together with the more
conventional methods of battery science, electrochemical and
other, is a powerful tool for the investigation of ageing pro-
cesses in lithium-ion batteries.
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sità La Sapienza, Rome, Italy), Stefano Passerini (ENEA,
R ve
S cus-
s pa-
p Re-
s e
t the
m pean
C and
b nder
C

R

ces
ork,

98)

0.
997)

T.
.
chev,

V.S.
kel-
2001)

r. 10

[11] M. Winter, J.O. Besenhard, in: J.O. Besenhard (Ed.), Handbook
of Battery Materials, Wiley-VCH, Weinheim, Germany, 1999, pp.
383–418.

[12] M. Winter, K.-C. Moeller, J.O. Besenhard, in: G.-A. Nazri, G.
Pistoia (Eds.), Lithium Batteries Science and Technology, Kluwer
Academic, Dordrecht, 2003.

[13] C. Wang, X.-W. Zhang, A.J. Appleby, X. Chen, F.E. Little, J. Power
Sources 112 (2002) 98–104.

[14] Y. Kida, A. Kinoshita, K. Yanagida, A. Funahashi, T. Nohma, I.
Yonezu, Electrochim. Acta 47 (2002) 4157–4162.

[15] D. Aurbach, E. Zinigrad, Y. Cohen, H. Teller, Solid State Ionics
148 (2002) 405–416.

[16] E. Peled, in: J.-P. Gabano (Ed.), Lithium Batteries, 1983, pp. 43–
72.

[17] E. Peled, D. Bar Tow, A. Merson, A. Gladkich, L. Burstein, D.
Golodnitsky, J. Power Sources 97-98 (2001) 52–57.

[18] R. Imhof, P. Nov́ak, J. Electrochem. Soc. 145 (1998) 1081–1087.
[19] P. Nov́ak, F. Joho, M. Lanz, B. Rykart, J.C. Panitz, D. Alliata, R.

Kotz, O. Haas, J. Power Sources 97–98 (2001) 39–46.
[20] S.S. Choi, H.S. Lim, J. Power Sources 111 (2002) 130–136.
[21] J. Li, E. Murphy, J. Winnick, P.A. Kohl, J. Power Sources 102

(2001) 302–309.
[22] K. Amine, C.H. Chen, J. Liu, M. Hammond, A. Jansen, D. Dees, I.

Bloom, D. Vissers, G. Henriksen, J. Power Sources 97–98 (2001)
684–687.

[23] J.Y. Song, H.H. Lee, Y.Y. Wang, C.C. Wan, J. Power Sources 111
(2002) 255–267.

[24] J.P. Fellner, G.J. Loeber, S.S. Sandhu, J. Power Sources 81–82
(1999) 867–871.

[25] A. Zaban, D. Aurbach, J. Power Sources 54 (1995) 289–295.
[26] P. Yu, J.A. Ritter, R.E. White, B.N. Popov, J. Electrochem. Soc.

497

102

sky,

242.
em.

roc.

r, J.

udi,
2003)

, S.
–121

dv.

l, J.

roc.

D.H.

of the

ces

on,
ome, Italy), and Bernhard Metz (VARTA Automoti
ystems GmbH, Hannover, Germany) for valuable dis
ions and contributions during the preparation of this
er. The support of all other members of the European
earch Project “LIBERAL” is gratefully acknowledged. W
hank Laurence Hardwick (PSI) for critical reading of
anuscript. The present work was funded by the Euro
ommission under Contract No. ENK6-CT-2002-00626
y the Swiss Federal Office for Education and Science u
ontract No. 01.0591.

eferences

[1] R. Spotnitz, J. Power Sources 113 (2003) 72–80.
[2] M. Broussely, in: W.A. van Schalwijk, B. Scrosati (Eds.), Advan

in Lithium-Ion Batteries, Academic/Plenum Publishers, New Y
2002, pp. 393–432.

[3] P. Arora, R.E. White, M. Doyle, J. Electrochem. Soc. 145 (19
3647–3667.

[4] M. Winter, J.O. Besenhard, Electrochim. Acta 45 (1999) 31–5
[5] J.O. Besenhard, J. Yang, M. Winter, J. Power Sources 68 (1

87–90.
[6] J.L. Tirado, Mater. Sci. Eng. R40 (2003) 103–136.
[7] K. Takei, K. Kumai, Y. Kobayashi, H. Miyashiro, N. Terada,

Iwahori, T. Tanaka, J. Power Sources 97–98 (2001) 697–701
[8] M. Broussely, S. Herreyre, P. Biensan, P. Kasztejna, K. Ne

R.J. Staniewicz, J. Power Sources 97–98 (2001) 13–21.
[9] I. Bloom, B.W. Cole, J.J. Sohn, S.A. Jones, E.G. Polzin,

Battaglia, G.L. Henriksen, C. Motloch, R. Richardson, T. Un
haeuser, D. Ingersoll, H.L. Case, J. Power Sources 101 (
238–247.

[10] M. Winter, J.O. Besenhard, M.E. Spahr, P. Novak, Adv. Mate
(1998) 725–763.
147 (2000) 2081–2085.
[27] C. Wang, A.J. Appleby, F.E. Little, J. Electroanal. Chem.

(2001) 33–46.
[28] J. Li, E. Murphy, J. Winnick, P.A. Kohl, J. Power Sources

(2001) 294–301.
[29] D. Zhang, B.S. Haran, A. Durairajan, R.E. White, Y. Podrazhan

B.N. Popov, J. Power Sources 91 (2000) 122–129.
[30] Q. Wu, W. Lu, J. Prakash, J. Power Sources 88 (2000) 237–
[31] C.R. Yang, J.Y. Song, Y.Y. Wang, C.C. Wan, J. Appl. Electroch

30 (2000) 29–34.
[32] K. Amine, J. Luo, J. Liu, C. Chen, A. Anderson, D. Vissers, P

Electrochem. Soc. 2000-36 (2001) 283–287.
[33] G.E. Blomgren, J. Power Sources 81–82 (1999) 112–118.
[34] F. Joho, B. Rykart, R. Imhof, P. Nova, M.E. Spahr, A. Monnie

Power Sources 81–82 (1999) 243–247.
[35] M.C. Smart, B.V. Ratnakumar, V.S. Ryan-Mowrey, S. Suramp

G.K.S. Prakash, J. Hu, I. Cheung, J. Power Sources 119–121 (
359–367.

[36] H.J. Santner, K.-C. M̈oller, J. Ivanco, M.G. Ramsey, F.P. Netzer
Yamaguchi, J.O. Besenhard, M. Winter, J. Power Sources 119
(2003) 368–372.

[37] M. Salomon, H.-p. Lin, E.J. Plichta, M. Hendrickson, A
Lithium-Ion Batteries (2002) 309–344.

[38] J. Shim, R. Kostecki, T. Richardson, X. Song, K.A. Striebe
Power Sources 112 (2002) 222–230.

[39] D. Aurbach, J. Power Sources 119–121 (2003) 497–503.
[40] B.V. Ratnakumar, M.C. Smart, J.O. Blosiu, S. Surampudi, P

Electrochem. Soc. 99–25 (2000) 706–718.
[41] R.G. Jungst, G. Nagasubramanian, C.C. Crafts, D. Ingersoll,

Doughty, Proc. Electrochem. Soc. 21 (2001) 393–400.
[42] R.G. Jungst, G. Nagasubramanian, D. Ingersoll, Proceedings

39th Power Sources Conference, 2000, pp. 232–235.
[43] A.M. Andersson, K. Edstr̈om, J.O. Thomas, J. Power Sour

81–82 (1999) 8–12.
[44] G. Amatucci, A. du Pasquier, A. Blyr, T. Zheng, J.M. Tarasc

Electrochim. Acta 45 (1999) 255–271.



280 J. Vetter et al. / Journal of Power Sources 147 (2005) 269–281

[45] P. Ramadass, B. Haran, R. White, B.N. Popov, J. Power Sources
112 (2002) 606–613.

[46] P. Ramadass, B. Haran, R. White, B.N. Popov, J. Power Sources
112 (2002) 614–620.

[47] L. Cristo, G. Au, D. Bennington, A. Pellegrino, Proceedings of the
40th Power Sources Conference, 2002, pp. 516–519.

[48] E.P. Roth, Proc. Electrochem. Soc. 21 (2001) 401–408.
[49] U. von Sacken, E. Nodwell, A. Sundher, J.R. Dahn, J. Power

Sources 54 (1995) 240–245.
[50] D. Zhang, D. Fouchard, J.R. Rea, J. Power Sources 70 (1998)

16–20.
[51] M.N. Richard, J.R. Dahn, J. Electrochem. Soc. 146 (1999)

2068–2077.
[52] H. Maleki, G. Deng, A. Anani, J. Howard, J. Electrochem. Soc.

146 (1999) 3224–3229.
[53] D.D. MacNeil, D. Larcher, J.R. Dahn, J. Electrochem. Soc. 146

(1999) 3596–3602.
[54] T. Zheng, A.S. Gozdz, G.G. Amatucci, J. Electrochem. Soc. 146

(1999) 4014–4018.
[55] A.M. Andersson, K. Edstr̈om, J. Electrochem. Soc. 148 (2001)

A1100–A1109.
[56] A.M. Andersson, M. Herstedt, A.G. Bishop, K. Edström, Elec-

trochim. Acta 47 (2002) 1885–1898.
[57] K. Kanamura, H. Tamura, Z. Takehara, J. Electroanal. Chem. 333

(1992) 127–142.
[58] R. Yazami, Y.F. Reynier, Electrochim. Acta 47 (2002) 1217–

1223.
[59] C.K. Huang, J.S. Sakamoto, J. Wolfenstine, S. Surampudi, J. Elec-

trochem. Soc. 147 (2000) 2893–2896.
[60] C.K. Huang, S. Surampudi, J.S. Sakamoto, J. Wolfenstine, Proc.

Electrochem. Soc. 99–25 (2000) 619–631.
f the

ang,
lec-

99)

–16

rces

urces

, E.
A73.
.
.M.

, E.J.

i, J.

em,

148

cci,

0.
.
cero,

. Soc.

D.
003)

[79] T. Ohzuku, A. Ueda, M. Nagayama, Y. Iwakoshi, H. Komori, Elec-
trochim. Acta 38 (1993) 1159–1167.

[80] J. Morales, C. Perezvicente, J.L. Tirado, Mater. Res. Bull. 25 (1990)
623–630.

[81] J.R. Dahn, U. von Sacken, C.A. Michal, Solid State Ionics 44
(1990) 87–97.

[82] E. Zhecheva, R. Stoyanova, Solid State Ionics 66 (1993) 143–
149.

[83] H. Arai, S. Okada, H. Ohtsuka, M. Ichimura, J. Yamaki, Solid
State Ionics 80 (1995) 261–269.

[84] M. Broussely, F. Perton, J. Labat, R.J. Staniewicz, A. Romero, J.
Power Sources 43 (1993) 209–216.

[85] M. Broussely, F. Perton, P. Biensan, J.M. Bodet, J. Labat, A. Lecerf,
C. Delmas, A. Rougier, J.P. Peres, J. Power Sources 54 (1995)
109–114.

[86] J.R. Dahn, U. von Sacken, M.W. Juzkow, H. Aljanaby, J. Elec-
trochem. Soc. 138 (1991) 2207–2211.

[87] A. Hirano, R. Kanno, Y. Kawamoto, Y. Takeda, K. Yamaura, M.
Takano, K. Ohyama, M. Ohashi, Y. Yamaguchi, Solid State Ionics
78 (1995) 123–131.

[88] A. Hirano, R. Kanno, Y. Kawamoto, K. Oikawa, T. Kamiyama, F.
Izumi, Solid State Ionics 86–88 (1996) 791–796.

[89] E. Levi, M.D. Levi, G. Salitra, D. Aurbach, R. Oesten, U. Heider,
L. Heider, Solid State Ionics 126 (1999) 97–108.

[90] W. Li, J.N. Reimers, J.R. Dahn, Solid State Ionics 67 (1993)
123–130.

[91] R.V. Moshtev, P. Zlatilova, V. Manev, A. Sato, J. Power Sources
54 (1995) 329–333.

[92] T. Ohzuku, A. Ueda, M. Nagayama, J. Electrochem. Soc. 140
(1993) 1862–1870.

[93] A. Ueda, T. Ohzuku, J. Electrochem. Soc. 141 (1994) 2010–2014.
995)

rces

mas,

000)

J.

chev,

hl,
3.

83

86.
ten,

v, J.
5.
Liu,

.J.

.J.

328.
01)

cci,

–35.
, A.
003)
[61] B.V. Ratnakumar, M.C. Smart, S. Surampudi, Proceedings o
38th Power Sources Conference, 1998, pp. 504–507.

[62] M.C. Smart, B.V. Ratnakumar, S. Surampudi, Y. Wang, X. Zh
S.G. Greenbaum, A. Hightower, C.C. Ahn, B. Fultz, J. E
trochem. Soc. 146 (1999) 3963–3969.

[63] P. Arora, M. Doyle, R.E. White, J. Electrochem. Soc. 146 (19
3543–3553.

[64] P. Arora, M. Doyle, R.E. White, Proc. Electrochem. Soc. 98
(1999) 553–572.

[65] T. Ohzuku, A. Ueda, N. Yamamoto, Y. Iwakoshi, J. Power Sou
54 (1995) 99–102.

[66] B.V. Ratnakumar, M.C. Smart, S. Surampudi, J. Power So
97–98 (2001) 137–139.

[67] H.P. Lin, D. Chua, M. Salomon, H.C. Shiao, M. Hendrickson
Plichta, S. Slane, Electrochem, Solid State Lett. 4 (2001) A71–

[68] N.R. Avery, K.J. Black, J. Power Sources 68 (1997) 191–194
[69] A. Blyr, C. Sigala, G. Amatucci, D. Guyomard, Y. Chabre, J

Tarascon, J. Electrochem. Soc. 145 (1998) 194.
[70] S.J. Wen, T.J. Richardson, L. Ma, K.A. Striebel, P.N. Ross Jr.

Cairns, J. Electrochem. Soc. 143 (1996) L136–L138.
[71] T. Kawamura, A. Kimura, M. Egashira, S. Okada, J.-I. Yamak

Power Sources 104 (2002) 260–264.
[72] Y. Wang, X. Guo, S. Greenbaum, J. Liu, K. Amine, Electroch

Solid State Lett. 4 (2001) A68–A70.
[73] R.S. Rubino, H. Gan, E.S. Takeuchi, J. Electrochem. Soc.

(2001) A1029–A1033.
[74] A. Du Pasquier, F. Disma, T. Bowmer, A.S. Gozdz, G. Amatu

J.M. Tarascon, J. Electrochem. Soc. 145 (1998) 472–477.
[75] R. Spotnitz, J. Franklin, J. Power Sources 113 (2003) 81–10
[76] G. Li, R. Xue, L. Chen, Solid State Ionics 90 (1996) 221–225
[77] J.W. Braithwaite, A. Gonzales, G. Nagasubramanian, S.J. Lu

D.E. Peebles, J.A. Ohlhausen, W.R. Cieslak, J. Electrochem
146 (1999) 448–456.

[78] B. Markovsky, A. Rodkin, Y.S. Cohen, O. Palchik, E. Levi,
Aurbach, H.J. Kim, M. Schmidt, J. Power Sources 119 (2
504–510.
[94] T. Ohzuku, A. Ueda, M. Kouguchi, J. Electrochem. Soc. 142 (1
4033–4039.

[95] T. Ohzuku, T. Yanagawa, M. Kouguchi, A. Ueda, J. Power Sou
68 (1997) 131–134.

[96] C. Pouillerie, L. Croguennec, P. Biensan, P. Willmann, C. Del
J. Electrochem. Soc. 147 (2000) 2061–2069.

[97] C.C. Chang, J.Y. Kim, P.N. Kumta, J. Electrochem. Soc. 147 (2
1722–1729.

[98] C. Vogler, B. L̈offler, W. Weirather, M. Wohlfahrt-Mehrens,
Garche, Ionics 8 (2002) 92–99.

[99] M. Broussely, P. Blanchard, P. Biensan, J.P. Planchat, K. Ne
R.J. Staniewicz, J. Power Sources 119–121 (2003) 859–864.

[100] S. Albrecht, J. Kumpers, M. Kruft, S. Malcus, C. Vogler, M. Wa
M. Wohlfahrt-Mehrens, J. Power Sources 119 (2003) 178–18

[101] G.G. Amatucci, J.M. Tarascon, L.C. Klein, Solid State Ionics
(1996) 167–173.

[102] A. Manthiram, R. Chebiam, Ceram. Trans. 109 (2000) 277–2
[103] D. Aurbach, B. Markovsky, K. Gamolsky, U. Heider, R. Oes

Proc. Electrochem. Soc. 99–25 (2000) 233–244.
[104] D.P. Abraham, R.D. Twesten, M. Balasubramanian, I. Petro

McBreen, K. Amine, Electrochem. Commun. 4 (2002) 620–62
[105] A.M. Andersson, D.P. Abraham, R. Haasch, S. MacLaren, J.

K. Amine, J. Electrochem. Soc. 149 (2002) A1358–A1369.
[106] D. Aurbach, B. Markovsky, A. Rodkin, M. Cojocaru, E. Levi, H

Kim, Electrochim. Acta 47 (2002) 1899–1911.
[107] D. Aurbach, B. Markovsky, A. Rodkin, E. Levi, Y.S. Cohen, H

Kim, M. Schmidt, Electrochim. Acta 47 (2002) 4291–4306.
[108] C.H. Chen, J. Liu, K. Amine, J. Power Sources 96 (2001) 321–
[109] C.H. Chen, J. Liu, K. Amine, Electrochem. Commun. 3 (20

44–47.
[110] A. Du Pasquier, A. Blyr, A. Cressent, C. Lenain, G. Amatu

J.M. Tarascon, J. Power Sources 81–82 (1999) 54–59.
[111] G.L. Henriksen, Proc. Electrochem. Soc. 2000–36 (2000) 27
[112] R.G. Jungst, G. Nagasubramanian, H.L. Case, B.Y. Liaw

Urbina, T.L. Paez, D.H. Doughty, J. Power Sources 119–121 (2
870–873.



J. Vetter et al. / Journal of Power Sources 147 (2005) 269–281 281

[113] R. Kostecki, F. McLarnon, Electrochem. Solid State Lett. 5 (2002)
A164–A166.

[114] S. Matsuta, Y. Kato, T. Ota, H. Kurokawa, S. Yoshimura, S. Fuji-
tani, J. Electrochem. Soc. 148 (2001) A7–A10.

[115] Y. Ozawa, R. Yazami, B. Fultz, Abstracts of Fall Meeting Electro-
chemical Society (202nd Meeting), vol. 116, Salt Lake City, UT,
USA, 20–24 October 2002.

[116] N. Sato, K. Hirao, E. Hayashi, G. Katagiri, Nippon Kagaku Kaishi
(2002) 189–194.

[117] S. Venkatraman, Y. Shin, A. Manthiram, Electrochem, Solid State
Lett. 6 (2003) A9–A12.

[118] R. Imhof, P. Novak, J. Electrochem. Soc. 146 (1999) 1702–1706.
[119] K. Kumai, K. Takei, Y. Kobayashi, H. Miyashiro, R. Ishikawa,

Denki Kagaku 66 (1998) 314–320.
[120] K. Kumai, H. Miyashiro, Y. Kobayashi, K. Takei, R. Ishikawa, J.

Power Sources 82 (1999) 715–719.
[121] R.J. Gummow, A. de Kock, M.M. Thackeray, Solid State Ionics

69 (1994) 59–67.
[122] M.M. Thackeray, Y. Shao-Horn, A.J. Kahaian, K.D. Kepler, J.T.

Vaughey, S.A. Hackney, Electrochem. Solid State Lett. 1 (1998)
7–9.

[123] D.H. Jang, Y.J. Shin, S.M. Oh, J. Electrochem. Soc. 143 (1996)
2204–2211.

[124] Y. Gao, J.R. Dahn, Solid State Ionics 84 (1996) 33–40.
[125] Y.Y. Xia, Y.H. Zhou, M. Yoshio, J. Electrochem. Soc. 144 (1997)

2593–2600.
[126] J.M. Tarascon, W.R. McKinnon, F. Coowar, T.N. Bowmer, G. Am-

atucci, D. Guyomard, J. Electrochem. Soc. 141 (1994) 1421–1431.
[127] T. Ohzuku, M. Kitagawa, T. Hirai, J. Electrochem. Soc. 137 (1990)

769–775.
[128] Y.Y. Xia, M. Yoshio, J. Electrochem. Soc. 143 (1996) 825–833.

98)

. 144

en,
72.

, G.
con,

lier,
97–8

, P.
1999)

ical
–24

em-

ec-

Soc.

Col-

[140] B. Banov, Y. Todorov, A. Trifonova, A. Momchilov, V. Manev, J.
Power Sources 68 (1997) 578–581.

[141] Y. Chida, H. Wada, K. Shizuka, J. Power Sources 81-82 (1999)
454–457.

[142] H. Huang, C.A. Vincent, P.G. Bruce, J. Electrochem. Soc. 146
(1999) 3649–3654.

[143] J.M. Tarascon, F. Coowar, G. Amatuci, F.K. Shokoohi, D.G. Guy-
omard, J. Power Sources 54 (1995) 103–108.

[144] Y. Xia, M. Yoshio, J. Electrochem. Soc. 144 (1997) 4186–4194.
[145] Y. Gao, J.R. Dahn, J. Electrochem. Soc. 143 (1996) 100–114.
[146] T. Aoshima, K. Okahara, C. Kiyohara, K. Shizuka, J. Power

Sources 97–8 (2001) 377–380.
[147] D. Aurbach, M.D. Levi, K. Gamulski, B. Markovsky, G. Salitra, E.

Levi, U. Heider, L. Heider, R. Oesten, J. Power Sources 82 (1999)
472–479.

[148] Y. Chen, Y. Zhao, C. Du, Dianchi 31 (2001) 75–77.
[149] Z.Y. Chen, X.Q. Liu, L.Z. Gao, Z.L. Yu, Chin. J. Inorg. Chem. 17

(2001) 325–330.
[150] Y. Chen, Q. Liu, Dianchi 31 (2001) 198–201.
[151] J. Cho, G.B. Kim, H.S. Lim, C.S. Kim, S.I. Yoo, Electrochem.

Solid State Lett. 2 (1999) 607–609.
[152] B.S. Haran, A. Durairajan, P. Ramadass, R.E. White, B.N. Popov,

Proceedings of the 36th Intersociety Energy Conversion Engineer-
ing Conference, 2001, pp. 935–940.

[153] E. Iwata, K. Takahashi, K. Maeda, T. Mouri, J. Power Sources
81-82 (1999) 430–433.

[154] S. Komaba, N. Kumagai, T. Sasaki, Y. Miki, Electrochemistry 69
(2001) 784–787.

[155] H. Oka, S. Kasahara, T. Okada, E. Iwata, M. Okada, T. Shoji, H.
Ohki, T. Okuda, Solid State Ionics 144 (2001) 19–29.

[156] H. Yamane, T. Inoue, M. Fujita, M. Sano, J. Power Sources 99

3348.
t. 5

. 7

00)

EC

M.

em.

998)

U.
9.
lec-

io,
608.
003)

127
[129] W. Liu, K. Kowal, G.C. Farrington, J. Electrochem. Soc. 145 (19
459–465.

[130] M.N. Richard, I. Koetschau, J.R. Dahn, J. Electrochem. Soc
(1997) 554–557.

[131] S. Mukerjee, T.R. Thurston, N.M. Jisrawi, X.Q. Yang, J. McBre
M.L. Daroux, X.K. Xing, J. Electrochem. Soc. 145 (1998) 466–4

[132] M.R. Palacin, Y. Chabre, L. Dupont, M. Hervieu, P. Strobel
Rousse, C. Masquelier, M. Anne, G.G. Amatucci, J.M. Taras
J. Electrochem. Soc. 147 (2000) 845–853.

[133] M.R. Palacin, G. Rousse, M. Morcrette, L. Dupont, C. Masque
Y. Chabre, M. Hervieu, J.M. Tarascon, J. Power Sources
(2001) 398–401.

[134] M.R. Palacin, G.G. Amatucci, M. Anne, Y. Chabre, L. Seguin
Strobel, J.M. Tarascon, G. Vaughan, J. Power Sources 82 (
627–631.

[135] Y. Shin, A. Manthiram, Abstracts of Fall Meeting Electrochem
Society (202nd Meeting), vol. 133, Salt Lake City, UT, USA, 20
October 2002.

[136] M. Wohlfahrt-Mehrens, A. Butz, R. Oesten, G. Arnold, R.P. H
mer, R.A. Huggins, J. Power Sources 68 (1997) 582–585.

[137] A.D. Robertson, S.H. Lu, W.F. Averill, W.F. Howard Jr., J. El
trochem. Soc. 144 (1997) 3500–3505.

[138] A.D. Robertson, S.H. Lu, W.F. Howard Jr., J. Electrochem.
144 (1997) 3505–3512.

[139] J.M. Tarascon, E. Wang, F.K. Shokoohi, W.R. McKinnon, S.
son, J. Electrochem. Soc. 138 (1991) 2859–2864.
(2001) 60–65.
[157] D.H. Jang, S.M. Oh, J. Electrochem. Soc. 144 (1997) 3342–
[158] A.M. Kannan, A. Manthiram, Electrochem. Solid State Let

(2002) A167–A169.
[159] M. Lanz, C. Kormann, P. Novak, J. Solid State Electrochem

(2003) 658–664.
[160] Y. Xia, N. Kumada, M. Yoshio, J. Power Sources 90 (20

135–138.
[161] T. Numata, C. Amemiya, J. Iriyama, T. Miura, M. Shirakata, N

Res. Dev. 41 (2000) 8–12.
[162] T. Numata, C. Amemiya, T. Kumeuchi, M. Shirakata,

Yonezawa, J. Power Sources 97–98 (2001) 358–360.
[163] Z.F. Ma, X.Q. Yang, X. Sun, J. McBreen, J. New Mat. Electroch

Syst. 4 (2001) 121–125.
[164] P. Arora, B.N. Popov, R.E. White, J. Electrochem. Soc. 145 (1

807–815.
[165] M.D. Levi, G. Salitra, B. Markovsky, H. Teller, D. Aurbach,

Heider, L. Heider, J. Electrochem. Soc. 146 (1999) 1279–128
[166] S. Rodrigues, N. Munichandraiah, A.K. Shukla, J. Solid State E

trochem. 3 (1999) 397–405.
[167] F. Croce, F. Nobili, A. Deptula, W. Lada, R. Tossici, A. D’Epifan

B. Scrosati, R. Marassi, Electrochem. Commun. 1 (1999) 605–
[168] K. Asakura, S.M.T. Shodai, J. Power Sources 119–121 (2

902–905.
[169] M. Wohlfahrt-Mehrens, C. Vogler, J. Garche, J. Power Sources

(2004) 58–64.


	Ageing mechanisms in lithium-ion batteries
	Introduction
	Ageing of carbonaceous anodes
	General aspects
	Changes at the electrode/electrolyte interface
	Changes of the active material
	Changes of the composite electrode
	Conclusion on anode ageing

	Ageing of lithium metal oxide cathodes
	General aspects
	Lithium nickel cobalt oxides
	Structural aspects
	Surface effects

	Lithium manganese spinel
	Structural aspects
	Dissolution of manganese in the electrolyte
	Manganese dissolution at low potentials (manganese disproportionation)
	Manganese dissolution at elevated potentials (acid dissolution)



	Identification of ageing processes using electrochemical impedance spectroscopy
	Summary
	Acknowledgments
	References


